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2004 Mitsubishi Galant 


Key Generation: 


1. The 2004 Mitsubishi Galant has undergone a complete redesign 
from the 2003 model year. The 2004 model has a more powerful 
engine as well as a new, more aerodynamic body. The Galant is 
popular in the rental car market and an immobilizer system is standard 
for all models. M.V.P., T-Code or CodeSeeker can be used to program 
the Strattec 692020 key that is required for this model. Replacement 
locks and parts are available from Strattec. 


2. Making keys for this vehicle is not difficult. The best approach is to use 
the MIT6 EEZ Reader or Determinator. This can be made even easier by 
disassembling the glove-box lock to get positions 5–8 of the key and then 
using the EEZ Reader or Determinator to figure the remaining cuts. 
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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 


Ignition Lock: 


3. The ignition lock is not hard 
to remove. It uses an active 
retainer that allows for the 
cylinder to be removed when in 
“ACCESSORY” position. 


4. Begin by removing the two Phillips screws securing the bottom 
of the shroud. 
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5. Next, remove the Phillips on the right hand 
and left hand side of the shroud, behind the 
wheel. In order to access these screws the 
steering lock must be released. 


6. Now unsnap the shroud. 
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7. With the key in “ACC” position the active 
retainer can be depressed. 


8. The cylinder removed. 
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9. The cylinder is very easy to disassemble. 
Remove the snap-ring on the rear 
of the cylinder. 


11. The lock contains all 8 tumblers, 
clearly stamped. 


10. The cylinder can now be removed out 
the front of the lock. 
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Glove Box Lock: 


12. The glove-box lock is easy to remove 
and disassemble. 


13. Begin by removing the two Torx 20 screws 
that hold the lock to the lid. 


14. The lock removed. 
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15. Now carefully remove the plastic 
trim-piece around the cylinder. 


16. You will now have access to the retainer wafer 
that holds in the plug. Depress the black retainer and 
the plug can be removed through the front of the lock. 
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Door Lock: 


17. You will now have access to the plug and 
positions 5–8. The wafers are clearly stamped. 
You can then use the EEZ reader or 
Determinator to figure positions 1–4. 


18. The driver side door lock is only lock on the outside of 
the vehicle. There is no code stamped on the lock but all 
8-tumbler positions are found in the door lock. 


19. Begin by removing the Phillips screws securing 
the inside hand pull. 
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21. Now carefully pry outward on the trim 
piece and remove. 


20. Next, remove the Phillips screw holding 
the trim piece behind the inside door handle. 
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22. Now remove the large Phillips screw at 
the bottom of the panel. 


23. Finally, remove the panel by lifting up and 
away from the door. There is a large metal 
hook that holds the panels near the interior 
handle pull in the center of the panel. 
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24. You will need to disconnect the wiring connector 
to remove the driver door master switch assembly. 


25. There are three 10mm bolts holding the 
exterior handle in place. Begin by removing the 
black plastic piece. 
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26. Remove the 10mm bolt securing the 
foreword edge of the handle. 


28. Next, remove the other 10mm bolt 
through the round access hole. 


27. Next, remove the 10mm bolt through the 
square shaped access hole. 


National Locksmith Automobile Association 
Issue No. 70 • 13 


29. Now remove the plastic plug on the 
outside edge of the door. You will now have 
access to the tailpiece linkage. Disconnect 
the linkage and the handle will 
pull away from the door. 


31. Now remove the metal spring retainer 
and the lock can be removed. 


30. Unsnap the alarm microswitch from the 
back of the lock. 
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32. The lock removed. 


33. To disassemble the lock, begin by 
removing the tailpiece and the spring. 
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35. The lock contains all 8 wafers. They are 
clearly stamped. 


34. Now you can tap on the plug and it can be 
pushed out the front of the cylinder. 
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